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ACCESSORI PALLANUOTO
WATER POLO ACCESORIES
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PASSERELLA ARBITRI /REFEREES WALKWAY Article n° 00300

Struttura del telaio in acciaio inox AlSI 304 misura 1x1 ml gambe fisse o ripieghevoli,
piedini regolabili in acciaio inox e nylon

Il piano e composto da griglie in compound di polipropilene inalterabile ai raggi UV e ad
agenti chimici presenti nell’acqua ed autoportante.

La pedana ¢ fornita con la colorazione regolamentare.

Structure of frame in stainless steel AISI 304 (on request AISI 316L) size 1 x 1 m with screw
legs, adjustable feet in stainless steel and nylon. The platform is made from a polypropylene
grille which is resistant to UV rays and chemical agents found in the water and is self-
standing. The footboard is in regulation colours.

CARRELO PORTAMODULLI per pedane e passerelle arbitri
CART for moveable floor and referees walkway Article n° 00320
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PANCHINE GIOCATORI /BENCH PLAYERS Article n° 00350

TETTOIA PANCHINA / BENCH CANOPY Article n° 00351
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PORTE PALLANUOTO /WATER POLO GOAL Article n° 00700
Le porte da pallanuoto Zetapool sono conformi alle norme FINA.

Queste prevedono che pali e traverse siano realizzate con tubi a sezione rettangolare di 75 mm
di larghezza.

Verniciatura in tinta unita, di colore bianco.

Larghezza della porta di 3 m, misurata all’interno dei pali.

Altezza della traversa di 90 cm dal pelo dell’acqua.

Attacco corsia di segnalazione campo posto a 30 cm dal filo della porta.

The Zetapool water polo goal are conforms with FINA regulations.

These provide posts and crossbar must be in rectangular section of width 75 mm.
Painted in a single colour, white.

Goal width 3 m, measured from inside the posts.

Height of crossbar 90 cm from water surface.

Fixing points of line indicator 30 cm from the goal net.

Struttura: scocca di galleggiamento in vetroresina. Pali e traversa in alluminio verniciato
bianco. Retro pali in acciaio inox verniciati in blu. Completamente smontabile per facilitare
il trasporto.

Structure: floating base in fibreglass. Posts and crossbar in alluminium painted white. Post
backs in stainless steel painted blue. Can be completely dimantled for ease of transport.
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MINIPORTA PALLANUOTO /SMALL WATER POLO GOALS  Article n° 00750

Completamente in alluminio anodizzato, con base di galleggiamento in poliuretano a cellula
chiusa.

Built entirely of aluminium, with floating nase in closed-cell polyurethane.
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